
Eco material 
GreenWeave
Low-energy and sustainable fabric duct material

KE NO. DESIGNATION POROSITY AT 0.5” WG
CFM/SQ FT

GW2 GreenWeave® Polyester fabric 2

GW8 GreenWeave® Polyester fabric 8

GW11 GreenWeave® Polyester fabric 11

GW18 GreenWeave® Polyester fabric 18

GW27 GreenWeave® Polyester fabric 27

GW43 GreenWeave® Polyester fabric 43

GW76 GreenWeave® Polyester fabric 76

Breeze materials
 
MultiWeave
Durable and versatile fabric duct material

KE NO. DESIGNATION POROSITY AT 0.5” WG
CFM/SQ FT OPTIONAL

MW2 Flame retardant special Polyester fabric 2

MW1 Flame retardant special Polyester fabric 1 *

MW4 Flame retardant special Polyester fabric 4 *

MW18 Flame retardant special Polyester fabric 18 *

GW33 Flame retardant special Polyester fabric 33 *

*) Approved in acc. with EN 13501-1, B-s1,d0

ZeroWeave
Airtight fabric duct material

KE NO. DESIGNATION POROSITY AT 0.5” WG
CFM/SQ FT

ZW Flame retardant Polyester fabric with PU-coating* 0

KE GreenDuct  
2107 Emmorton Park Rd, Suite 102

Edgewood, MD 21040

Ph: +1 443 299 6435
info@ke-greenduct.com   
www.ke-greenduct.com

We are your 
microclimate expert

Color
White: Pantone 11-0601-TP




